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1.1 MAGNETIC PLATES

BASIC MODEL  

Magnetic plates are used for the separation of ferrous 
materials from material flows on tapes conveyors, free fall, in 
vertical and inclined pipes, ramps, etc.

These plates are provided with ceramic magnets mounted so 
as to generate a deep magnetic field. The surfaces of the 
magnet that come into contact with the material are made of 
stainless steel AISI 304. For fixing on the system, these plates 
are provided with threaded holes in the back. These plates 
can be supplied with the standar fixing holes or the ones 
proposed by the customer.

CHARACTERISTICS:

• Design: Solid construction
• Magnetic system: Ferrite permanent magnets (quality C8)

or Neodymium (quality N35)
• Black plate: steel S235 (EN 10025)
• Housing: AISI 304 stainless steel (EN 1.4301)
• Surface treatment Magnetic face: Anti-corrosion primer

Exterior painted: blue RAL5015

WEIGHT

Kg

Threaded
Holes

A mm B mm C mm D mm
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Dimensions
B x C (mm)

BAR
Ø 5x25 mm

BAR
Ø 5x75 mm

NUT
M-16

Magnetic separating systems

Distance to the conveyor belt   (X)  

20.24.001
20.24.002
20.24.003

20.24.004
20.24.005
20.24.006
20.24.007

20.24.008
20.24.009
20.24.010
20.24.011
20.24.012
20.24.013
20.24.014
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20.24.016
20.24.017
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280
280
280
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50
250
250

50
100
200
250

100
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200
200
250
150
150
200
150
200

200
150

100
150
150
200

2 M8
2 M8
2 M8

2 M8
2 M8
2 M8
2 M8

2 M8
2 M8
2 M8
2 M8
2 M8
3 M8
3 M8
3 M8
4 M8
4 M8

2 M12
3 M12

3 M12
4 M12
4 M12
4 M12

1
3,7
4,5

1,9
3,9
5,7
6,3

3,8
5,6
7,4
8,2
9,2

10,9
11,8
13,6
16,2
20,3

23,5
33,5

43,5
69

77,5
103

75
275
340

105
210
310
340

145
210
280
310
345
410
445
510
610
765

280
400

345
545
610
815

CODE

  75 x 30      50 mm       70 mm         45 mm
105 x 30      70 mm       90 mm         55 mm
105 x 50      75 mm     100 mm         60 mm
180 x 90    120 mm     160 mm    100 mm
280 x 95    155 mm     200 mm    125 mm
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1.2 MAGNETIC BLOCKS

Magnetic plates are used for the separation of ferrous 
materials from material flows on tapes conveyors, free fall, in 
vertical and inclined pipes, ramps, etc.

These plates are provided with ceramic magnets mounted so 
as to generate a deep magnetic field. The surfaces of the 
magnet that come into contact with the material are made of 
stainless steel AISI 304. For fixing on the system, these plates 
are provided with threaded holes in the back. These plates 
can be supplied with the standar fixing holes or the ones 
proposed by the customer.

CHARACTERISTICS:

• Design: Solid construction
• Magnetic system: Ferrite permanent magnets (quality C8)

or Neodymium (quality N35)
• Black plate: steel S235 (EN 10025)
• Fixing holes and bolts C15 DIN 580 in the black plate
• Housing: AISI 304 stainless steel (EN 1.4301)
• Surface treatment Magnetic face: Anti-corrosion primer

Exterior painted: blue RAL5015

 WEIGHT
Kg

Threaded
holes% mm

                    
A mm B mm C mm D mm

520
720
920

  430
  530
  635
  735
  835
  935
1040
1140
1250
1350
1450

  430
  530
  635
  735
  835
  935
1040
1140
1250
1350
1450

310
310
310

505
505
505
505
505
505
505
505
505
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810
810
810
810
810
810
810
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130
130
130

180
180
180
180
180
180
180
180
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180
180
180
180
180
180
180
180
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310
410
550

260
320
380
440
500
560
625
685
750
810
870

260
320
380
440
500
560
625
685
750
810
870

185
185
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305
305
305
305
305
305
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485
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M16
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M16

  95
135
175

160
200
240
275
315
355
395
430
470
510
550

265
330
400
460
525
590
655
750
770
850
915
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êéíé
êëîé
êíîé
êïîé

  ñìî
êéíé
êëîé
êíîé
êïîé

  ñìî
êéíé
êëîé
êíîé
êïîé
êñîé

  ñìî
êéíé
êëîé
êíîé
êïîé
êñîé
ëéîé
ëëîé

ïêé
ïêé
ïêé
ïêé
ïêé

ñêé
ñêé
ñêé
ñêé
ñêé

ñêé
ñêé
ñêé
ñêé
ñêé
ñêé

òéé
òéé
òéé
òéé
òéé
òéé
òéé
òéé

ëíð
ëíð
ëíð
ëíð
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ëíð
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ëíð
ëíð
ëíð
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ìîé
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íêé
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íêé
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íêé

îéé
ïëî
ðîé
ñðé
òòé
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ïëî
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ñðé
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  îéé
  ïëî
  ðîé
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  òòé
êêêé

  îéé
  ïëî
  ðîé
  ñðé
  òòé
êêêé
êëìé
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íñî
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îíé
îíé
îíé
îíé
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-êï
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-ëí
-ëí
-ëí
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-ëí
-ëí
-ëí
-ìé
-ìé
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  îñé
  ðíé
  òéé
êéëî
êêñé

  ðîî
  òòé
êêíî
êìðî
êîðî

  òòé
êëíî
êîéî
êðìî
êòòé
ëëíé

êììî
êïïî
êòòî
ëìëî
ëïîî
ëòðî
ììéî
ìïìé
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Dimensions
B x C (mm)

BAR
Ø 5x25 mm

BAR
Ø 5x75 mm

NUT
M-16

310 x 130
505 x 180
810 x 180
610 x 247
810 x 247
810 x 350
900 x 410 

165 mm
255 mm
260 mm
295 mm
315 mm
335 mm
360 mm

225 mm
370 mm
380 mm
430 mm
460 mm
480 mm
500 mm

130 mm
180 mm
195 mm
225 mm
240 mm
250 mm
275 mm

Magnetic separating systems

Distance to the conveyou belt   (X)  

BASIC MODEL  

 WEIGHT
Kg

Threaded
holes% mm

                    
A mm B mm C mm D mm




